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Part #HN-MAC-A

The MAC-A system requires the truck entering the area to have a generator
system complete with CAM and the workers to wear a PAD. The MAC-A generates
an adjustable magnetic field suspended approx. 11ft above the designated area,
up to 30ft wide, and can extend up to 160’ in length. The CAM on the truck
senses the magnetic field from the MAC to activate lights, horns, etc. When all
workers wearing PADs are out of the magnetic field of the MAC-A, the truck will
then enter the area to complete the assigned task. If a worker wearing a PAD
goes into the field of the MAC while a truck is in the same field, the facility lights
will flash to alert those around the MAC and the facility of the potential danger.
The purpose of the MAC-A is to separate pedestrians and equipment from
occupying the controlled area at the same time.

**Areas extending over 160’ will need to purchase additional MACs.

Sample light lets 

the driver know 

if the area is 

clear. Workers in 

the MAC area 

must wear a 

PAD.

(Includes MAC Controller, 2 relay boxes, MAC system up to 160ft of conduit and wire.
Lights not included)



Part #HN-MAC-AM

The MAC-AM (Area Monitor) can 
be used as a stand alone or in 
conjunction with the MAC-A.  The 
Area Monitor senses the 
generator on the truck as it 
approaches, and turns on a light, 
sounds a horn, etc. in a designated 
area.  The purpose is to alert 
workers of an approaching truck 
and is ideal for intersections and 
pedestrian areas with blind 
corners.  The length of the area 
around the monitor can be easily 
adjusted by taking off the top 
cover and slightly turning the pot 
with a 3/32” slotted screwdriver.

The dimensions 

of the Area 

Monitor are 

14” x 8” x 7”

(Includes Area Monitor, 1 Relay box, and 50ft of 18/2 Thermostat wire. Lights not included)



Power Cable

Cab Silencer
Warning Module

Part #HN-MFG-SYS

The HIT-NOT® Magnetic Field Generator System includes the Generator, the Warning
Module, the Cab Silencer, and the Power Cable. The Generator creates a pulsing
magnetic field that provides a marker around the truck. The Warning Module gives the
driver a visual and audible warning (103 dB) of a pedestrian wearing a Personal Alarm
Device (PAD) within the magnetic field of the truck. The Cab Silencer allows the driver to
wear a PAD but not have the alarm go off while driving. The Power Cord channels the
12V needed for the system from a source on the truck downstream from the ignition.
The blue light on the generator shows power is running to the unit and the orange light

indicates the pedestrian warning.
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Weight 3.8lbs/1.7kg



Part #HN-CAM

CAM

The Collision Avoidance Module (CAM) is an Add-on component to the Magnetic
Field Generator. It is located in the top housing of the generator and required for
trucks entering the area where a MAC-A is installed. The CAM functions like a PAD
in that it senses the magnetic fields from a generator, determines the close
proximity of another truck, and sounds the alarm. For the MAC-A, the CAM senses
the magnetic field and triggers an alarm to those working under the MAC of the
truck’s presence in the MAC area. The CAM can be added to those generators
with a yellow label on the top housing label indicating that the generator is CAM-
ready. Once installed, the top housing will be exchanged for one containing the
CAM with an antenna.



The Personal Alarm Device (PAD) is worn by the pedestrian and contains sensing
elements that detect the magnetic field from the generator and initiates
warnings for the pedestrian and vehicle operator. The PAD is calibrated to
differentiate the magnetic field into two zones: a Warning Zone (Yellow) and a
Danger Zone (Red). As shown, the magnetic fields from the generator (zones) are
oval in shape and the PAD senses the field without obstruction. The PAD will
sense the magnetic field from the generator, determine the threat level
(Warning or Danger), confirm the signal, alert the generator of the warning, and
turn on its own alarms (audible and visual). When a pedestrian is in the Warning
Zone, the LED light and the sounder will give an alarm in a series of 3 beeps. At
the Danger Zone, the pedestrian will receive a continuous alarm from the
sounder and LED.

Part #HN-PAD

Size: 3.81”x 2.92”x1.03” 

97mm x 74.2mm x 26mm

Weight: 4.7oz / 133g

Factory Settings Range
Warning Zone  ~ 43 ft. (x 34) ~23-50 ft
Danger Zone  ~ 30 ft. (x 24) ~16-35 ft



Part #HN-RMSZ

The Room Silent Zone provides a area where the PADs will not alarm even with a 
truck equipped with a generator is nearby.  Areas needing a Room Silent Zone include 
office(s), conference rooms, workrooms, and/or cafeteria located next to a truck path.  
Since the magnetic field penetrates walls and other obstructions, workers wearing the 
PADs will alarm unless a Room Silent Zone is present.  The silent field is oval-shaped 
and can be easily adjusted to fit within the confines of the room by removing the top 
cover and turning the PWM pot.  The range of the field for the Room Silent Zone is 
from 16ft to 48ft.
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The dimensions of the 

Room Silent Zone are 

14” x 8” x 7”


